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5. ALL STEEL SHALL BE ASTM A992, UNLESS NOTED OTHERWISE. g
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JOIST /SLAB PROFILE. CONTRACTOR NOTE TOP OF WALL AT EACH FLOOR WILL VARY DUE TO THE CONCRETE
JOIST' AND SLAB PROFILE.
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10. DEMOLITION MAY REQUIRE RELOCATION OF EXISTING MECHANICAL, PLUMBING, ELECTRICAL, OR OTHER )
EQUIPMENT /PIPES IN THE CEILING. RELOCATE AS REQUIRED FOR INSTALLATION OF NEW ELEVATOR. ALL
EQUIPMENT /PIPES SHALL REMAIN FULLY OPERATIONAL DURING CONSTRUCTION UNLESS OWNER PROVIDES
DIRECTION, IN WRITING, OTHERWISE.
11. SEE ARCHITECTURAL AND/OR MECHANICAL DRAWINGS FOR: 3 EAST VESTIBULE FRAMING PLAN
A. DEMOLITION DRAWINGS. SCALE = §' =1'0"

B. SIZE AND LOCATION OF NEW SLAB OPENINGS AND/OR MECHANICAL SLEEVES. SEE $900 DETAILS FOR
ADDITIONAL INFORMATION.
C. EQUIPMENT SUPPORTS.

12. VERIFY ALL DIMENSIONS WITH THE ARCHITECTURAL DRAWINGS. REPORT ANY DISCREPANCIES TO THE ARCHITECT
FOR REVIEW.

13. ALL EXISTING DIMENSIONS RELEVANT TO NEW WORK SHALL BE FIELD VERIFIED BY THE CONTRACTOR PRIOR TO
SUBMISSION OF SHOP DRAWINGS.

14. CONTRACTOR'S MEANS AND METHODS, INCLUDING BUT NOT LIMITED TO PLACING NEW STRUCTURE OR EQUIPMENT
IN THE EXISTING BUILDING, MAY REQUIRE ADDITIONAL STRUCTURAL DEMOLITION AND REBUILD NOT SHOWN ON THE
DRAWINGS. CONTRACTOR SHALL PROVIDE FOR ALL ADDITIONAL DEMOLITION AND REBUILD NECESSARY AS REQUIRED
BY MEANS AND METHODS TO INSTALL NEW STRUCTURES AND EQUIPMENT.

15. SEE LINTEL SCHEDULE FOR LINTEL SIZE. WHERE LINTEL 1S ATTACHED TO EXISTING BRICK, CONTRACTOR SHALL
PROVIDE BEARING PER $501/9. WHERE LINTEL IS ATTACHED TO NEW STEEL POST, STEEL FABRICATOR SHALL
DESIGN CONNECTION FOR MINIMUM UNFACTORED LOAD OF & KIPS DEAD LOAD AND 2 KIPS OUT OF PLANE WIND
LOAD.

16. BEAM HAS BEEN DESIGNED TO SUPPORT MECHANICAL EQUIPMENT WITH A MAXIMUM UNFACTORED LOAD OF 150 LB
LOCATED ANYWHERE ON THE BEAM. CONTRACTOR SHALL COORDINATE FINAL LOCATION OF MECHANICAL

EQUIPMENT SUPPORT BEAM AND ATTACHMENT WITH EQUIPMENT PROVIDER. ATTACHMENT OF EQUIPMENT TO THE
STRUCTURE SHALL BE PROVIDED BY THE GENERAL CONTRACTOR. Fl ' L LY S P RI N KL E RE D

WEST VESTIBULE FRAMING PLAN NOTES:
1. SEE 2/9101 FOR VESTIBULE FRAMING NOTES. ALL APPLY.
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